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Bock Dust
Gustom Milling
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Office: (801) 529-3281

clay company Plant {801) 529-3445
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May 31, .|983

State of Utah
Division of 0il Gas & Mining
4241 State Office Bldg.
Salt Lake City, UT 84114
Attn: James W. Smith Jr.

RE: Permitting Redmond Benonite Pit
ACI /O4L/OLz

Dear Mr. Smith:

Enclosed is the reply to
submittal of the M.R.P. for this
preciated the cooperation of the
matter.

the deficiencies in the initial
operation. I have certdinly aP.
personnel in your department in this

Si ncerel y,re
Thomas E. Robison
General Manager
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TrTLE 40-8-18 (1)-(TLP)

Western Clay Co. vrill notify the D'iv'ision of 0jl Gas & Mining at least
:lxly (60) days prior to expanding the operation beyond'its fresent
I imi ts.

TrTLE 40-B-13 (1)-(Dt^lH)

Evidence of insurance will be forwarded directly to Mr. James hl. Smith
by Western Clay Company's Insurance Co.

The notat'ion on page 1 of form MR-1#4 listing the area as T 2s is a
typographical error. The operation is T Z1S.

upon suggestion by D0GM personnel. it has been dec'ided to request
reducing the bonding period to 5 years.

MR-l, page 7 of I2 (#22C)

Appropriate warning s'igns will be posted near dangerous highwalls.

Rule M-10 (1i) sediment control - (Dt.lH)

After.samples have been analyzed prior to the next pump'ing program,
a sed'iment control pond will be constructed if the samplei indicatejt be necessary.

The landowner affected by the discharged urater will be contacted to
obtain written consent for the use of-dr'scharged water.

If erosion to haul roads becomes evident, SuDDlemental sediment control
methods wj I I be empl oyed.

Rule M-3 (2) (E) - scl

A mixture of 50% crested wheatgrass, 37% pubescent wheatgrass and 13?2,
ye11ow sweet clover will be broadcast and hand raked into the stockoilesat the rate of 20lb P.L.s. per acre. seeding will be done jn the latefall.
Soil samples are being analyzed and necessary fertilizer will be applied
to insure successful revegetation.

Sand dropseed will be decreased to 1lb/acre'in the revegetation seed mix.

Rule M-3 (te1-(SCL)

As was stated in the. initial subm'ittal, due to the uncertainty of the
Bentonite market and the uncertain extent of the Bentonite de-posits
at any one site, an accurate t'imetaole for reclamation, either interimor firlal is impossible to state. When it has been determined that the
economically recoverable Bentonite has been mined from an active area,
reclamation will begin immed'iate1y. Re-contouring will certainly not



Page 2

take mot"e than 30 days and surf ace preparation, topsoi I red'istri bution,
re-seeding etc. should not take more than an additjonal 3c days. This
entire procedure is expected to be accomplished'in late summei or earlyfal'l of the year an area is "mined out,,.

Rule M-10 (IL)-(ScL)

Monitorinq will be done via a Pace Transect annua11y. This will be donejn June or Ju1y.

M-10 (14)-(TLP)

The area mentioned in item i5.A(2) has been stripped. The topsoil volume
was figured this way. Given topsoil depth 8" or .67 ft. l acre = 43560 ftZ
3 acres 'invol ved.

3 acres X 43560 ft2lacre:13
87555 ftJ topsoil ) 27 fts/yd

ft7 X 
^67 

ft ave. topsoil depth =
3243 ydr topsoil.

See attached map addressing topsoil drainage protection.

So'il w'il I be redi stri buted i n the fal I .

Fertil'izer wjll be added if soil tests so indjcate. The application
rate will be determined by soil test data.

M-3 (2) (D)-(rlp)

If test plots indicate the necessity, anproximately 3" of topsoil will
be appljed to the clay surface and disced in to form a less slippage
prone surface. The remaining topsoil will then be re-djstributed ind
reclamation r,ril I proceed as previously ouil ined.

M-10 (5)-(TLP)

The area at the extreme back of active area #1 (see attached map) will
be an area where h'ighwall el'imination will be economically not feas'ible
due to the fact that the pit is progressing almost directiy into a very
steep hjllside. The h'illside 'is too steep for even a bulldozer to work.
To el'im'inate this h'ighwall would require tearing up much add.itional
ground and'importing backfill thus el'inlinating the ecomonics of even
mining the area.

Terracing (see attached map) will be attempted along some of teh south-
side of active area #1. The terraces are anticipated to be of minimum
width attainable using a small bulldozer (approx'10 to 12') and at avertical spacing of approx. 15 to 20'.

M-10 (3), (4) and (5) - (CJY)

Hhgf it appears an area js nearly,'mjned out,,, the town of Redmond, UTAHwill be contacted regarding the use of the area as a sanitary landfill site.If other waste disposal opportunities arise they wi1'l be consjdered also.
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LEGEND:
Topsoil storage areas
Drainage pattern ---..-\

Note: Runoff having any effect on topsoil stockpi
circumstance except a heavis negligible under any

cloudburst. The areas draining onto the stockpile
are very sma11 and it is not anticipated that any
runoff protection will be necessary.
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LEGEND:
Approximate
will not be

Approximate
attempted.
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feas ib 1e .
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highwall elimination

terracing will be
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